
  

  

   

  

 Lagerung und Handhabungshinweise 

 

Bei dem Produkt „Siperm HP“ handelt es sich um hochmolekulares Polyethylen: 

 Siperm HP ist empfindlich gegenüber längerer UV-Bestrahlung und kann 

dadurch verspröden. 

Achtung: Die Ware nicht über längere Zeit dem Sonnenlicht oder 

anderen starken UV-Bestrahlungen aussetzen! 

 

 Siperm HP hat einen Oberflächenwiderstand von größer 1010 Ohm 

Achtung: Maßnahmen gegen elektrostatische Aufladung treffen! 

 

Bitte beachten Sie das Sicherheitsdatenblatt! 
https://www.siperm.com/wp-content/uploads/2019/06/Siperm-HP-Sicherheitsdatenblatt.pdf 

   

 

 Storage and handling instructions 

 

The product “Siperm HP” is a high molecular polyethylene. 

 Siperm HP is sensible to longtime UV-radiation, which possibly results in an 

embrittlement. 

Attention: Do not expose the goods to sunlight or other strong UV-

radiations over a longer period! 

 

 Siperm HP has a surface resistance greater than 1010 ohm. 

Attention: Initiate measures against electrostatic charge! 

 

Please pay attention to the safety data sheet! 
https://www.siperm.com/wp-content/uploads/2020/09/Siperm-HP-Safety-data-sheet.pdf 
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